USER’S GUIDE

E20

This household sewing machine is designed to comply with IEC/EN 60335-2-28 and UL1594

IMPORTANT SAFETY INSTRUCTIONS

When using an electrical appliance, basic safety precautions should always be followed, including the
following: Read all instructions before using this household sewing machine.

DANGER - To reduce the risk of electric shock:
•

A sewing machine should never be left unattended when plugged in. Always unplug this sewing machine
from the electric outlet immediately after using and before cleaning.

WARNING - 7RUHGXFHWKHULVNRIEXUQV¿UHHOHFWULF
shock, or injury to persons:
•

This sewing machine is not intended for use by persons (including children) with reduced physical,
sensory or mental capabilities, or lack of experience and knowledge, unless they have been given
supervision or instruction concerning use of the sewing machine by a person responsible for their safety.

•

Children should be supervised to ensure that they do not play with the sewing machine.

•

Use this sewing machine only for its intended use as described in this manual. Use only attachments
recommended by the manufacturer as contained in this manual.

•

Never operate this sewing machine if it has a damaged cord or plug, if it is not working properly, if it has
been dropped or damaged, or dropped into water. Return the sewing machine to the nearest authorized
dealer or service center for examination, repair, electrical or mechanical adjustment.

•

Never operate the sewing machine with any air openings blocked. Keep ventilation openings of the
sewing machine and foot controller free from the accumulation of lint, dust, and loose cloth.



.HHS¿QJHUVDZD\IURPDOOPRYLQJSDUWV6SHFLDOFDUHLVUHTXLUHGDURXQGWKHVHZLQJPDFKLQHQHHGOH

•

Always use the proper needle plate. The wrong plate can cause the needle to break.

•

Do not use bent needles.



'RQRWSXOORUSXVKIDEULFZKLOHVWLWFKLQJ,WPD\GHÀHFWWKHQHHGOHFDXVLQJLWWREUHDN



6ZLWFKWKHVHZLQJPDFKLQHRII ³´ ZKHQPDNLQJDQ\DGMXVWPHQWLQWKHQHHGOHDUHDVXFKDVWKUHDGLQJ
needle, changing needle, threading bobbin, or changing presser foot, etc.

•

Always unplug sewing machine from the electrical outlet when removing covers, lubricating, or when
making any other user servicing adjustments mentioned in the instruction manual.

•

Never drop or insert any object into any opening.

•

Do not use outdoors.

•

Do not operate where aerosol (spray) products are being used or where oxygen is being administrated.



7RGLVFRQQHFWWXUQDOOFRQWUROVWRWKHRII ³´ SRVLWLRQWKHQUHPRYHSOXJIURPRXWOHW

•

Do not unplug by pulling on cord. To unplug, grasp the plug, not the cord.

•

Hold plug when rewinding into cord reel. Do not allow plug to whip when rewinding.



7KLVVHZLQJPDFKLQHLVSURYLGHGZLWKGRXEOHLQVXODWLRQ8VHRQO\LGHQWLFDOUHSODFHPHQWSDUWV6HH
LQVWUXFWLRQVIRU6HUYLFLQJRI'RXEOH,QVXODWHG$SSOLDQFHV

SAVE THESE INSTRUCTIONS
Please note that on disposal, this product must be
safely recycled in accordance with relevant National
legislation relating to electrical/electronic products.
If in doubt please contact your retailer for guidance

CE - Authorised Representative

VSM Group AB, SVP Worldwide
Drottninggatan 2, SE-56184, Huskvarna, SWEDEN
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PRINCIPAL PARTS
Thread tension dial

 6WLWFKOHQJWKGLDO

2.

Presser foot pressure

 6WLWFKZLGWKGLDO

3.

Thread take-up lever

 6WLWFKGLVSOD\

4.

Thread cutter

12. Reverse sewing lever

5.

Presser foot

 )HHGGRJDGMXVWPHQWOHYHU

6.

Needle plate

 2QHVWHSEXWWRQKROHOHYHU

7.

Accessory box

 %XLOWLQQHHGOHWKUHDGHU

1.

 %REELQVWRSSHU

4

16. Handle
 %REELQZLQGHU
 6SRROSLQ
19. Handwheel
20. Pattern selector dial
21. Power switch
 0DLQSOXJVRFNHW
 %REELQWKUHDGJXLGH
24. Upper thread guide
25. Presser foot lever
 %XWWRQKROHVWLWFKEDODQFHDGMXVWPHQWVORW
16
17

23
24

18

19

25
20

21

22

26
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ACCESSORIES
1.

All purpose foot

8.

L-screwdriver

2.

Zipper foot

 6HDPULSSHUEUXVK

 6DWLQVWLWFKIRRW

10. Pack of needles

 %XWWRQKROHIRRW

 %REELQV [

5.

 6HDPJXLGH

Quilting foot

 )UHH0RWLRQ'DUQLQJIRRW
 %OLQGKHPIRRW

6

 6SRROSLQIHOW [

SLIDE ON THE SNAP-IN ACCESSORY BOX
Hold the snap-in accessory box horizontal, and push it
in the direction of the arrow. (1)

To open, lift up at the point of the arrow. (2)
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CONNECTING THE MACHINE TO POWER SOURCE
Caution: Always make sure that the machine is unplugged from
power source and the main switch is on “O”. when the machine is
not in use and before inserting or removing parts.
Connect the machine to a power source as illustrated (1/2).



7KHSRZHUVZLWFKLVORFDWHGDERYHWKHVRFNHW<RXUPDFKLQHZLOO
QRWRSHUDWHXQOHVVWKLVVZLWFKLVRQ³,³ 



6HZLQJOLJKWWXUQVRQDXWRPDWLFDOO\ZKHQWKHPDLQVZLWFKLVRQ³,³

-

To start the machine, press on the foot control (3). The speed of
the machine is regulated by the amount of pressure put on the foot
control.
Attention: &RQVXOWDTXDOL¿HGHOHFWULFLDQLILQGRXEWDVWRFRQQHFW
machine to power source. Unplug power cord when machine is not
in use.
The appliance must be used with the foot controller:

)RU86$DQG&DQDGD9.'
)RU$XVWUDOLDDQG(XURSH9.'

For the USA and Canada
This appliance has a polarized plug (one blade wider than the
RWKHU WRUHGXFHWKHULVNRIHOHFWULFDOVKRFNWKLVSOXJZLOO¿WLQD
SRODUL]HGRXWOHWRQO\RQHZD\,IWKHSOXJGRHVQRW¿WIXOO\LQWKH
RXWOHWUHYHUVHWKHSOXJ,ILWVWLOOGRHVQRW¿WFRQWDFWDTXDOL¿HG
electrician. Do not modify the plug in any way.

Note: Your H|CLASS™
sewing machine is adjusted to
provide the best stitch result
at normal room temperature.
Extreme hot and cold
temperatures can affect the
sewn result.
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CHANGING THE BULB
Caution: Make sure to disconnect the electrical
supply plug from wall outlet before changing light
bulb.
Replace bulb with same type rated:
10 watts (110-120V)
15 watts (220-240V)
-

Loosen screw (A) as illustrated. (1)



5HPRYHWKHFRYHU % 

-

Unscrew the bulb and put in a new one (C).
(2)

-

Replace the cover and tighten screw.
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TWO-STEP PRESSER FOOT LEVER
When sewing several layers or thick fabrics, the
presser foot can be raised a second stage for easy
positioning of the work. (A)

ADJUSTING THE PRESSER FOOT PRESSURE
The presser foot pressure of the machine has been
SUHVHWDQGXVXDOO\UHTXLUHVQRUHDGMXVWPHQWIRUPRVW
fabrics (light-or-heavy weight).
However, if you need to adjust the presser foot
pressure, turn the presser adjusting screw with a coin.
)RUVHZLQJYHU\WKLQIDEULFORRVHQWKHSUHVVXUHE\
turning the screw counter clockwise for less pressure
on the fabric, and for heavy fabric, tighten by turning it
clockwise for more pressure on the fabric.

10

PRESSER FOOT SHANK
Attention: Turn power switch to “O” before carrying out
any of the operations below.

Attaching the presser foot shank:
Raise the needle to its highest position and raise the
presser foot lever. Attach the presser foot shank (b) to
the presser foot bar (a). (1)

Attaching the presser foot:
Lower the presser foot shank (b) until the cut-out (c) is
directly above the pin (d). (2)
Lower the presser foot shank (b) and the presser foot
(f) will engage automatically.

Removing the presser foot:
Raise the presser foot.
Release the pressure foot by raising lever (e) located
at the back of the presser foot shank. (3)

Attaching the seam guide:
Attach the seam guide (g) in the slot on the shank as
LOOXVWUDWHG$GMXVWWKHGLVWDQFHDVUHTXLUHGIRUKHPV
SOHDWVTXLOWLQJHWF 
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WINDING THE BOBBIN

Place spool on spool pin with
spool pin felt underneath (a).
Take the thread from the spool
around the bobbin winder
tension disc clockwise. (1)
Thread bobbin as illustrated and
place it on the spindel. Push the
bobbin to the right towards the
bobbin winding position. (2)
Press the foot control gently to wind the bobbin. The bobbin will stop winding when it is full.
3XVKWKHEREELQWRWKHOHIWWR³VHZLQJSRVLWLRQ´DQGUHPRYHLW

Please Note: When the bobbin
ZLQGHUVSLQGOHLVLQ³EREELQ
ZLQGLQJ´SRVLWLRQWKHPDFKLQHZLOO
not sew and the hand wheel will
not turn. To start sewing, push the
bobbin winder spindle to the left
(sewing position).

12

INSERTING THE BOBBIN
Attention: Turn power switch to “O” before inserting or
removing the bobbin.

When inserting or removing the bobbin, the needle must be
fully raised.


2SHQWKHKLQJHGFRYHU 

-

Hold the bobbin case with one hand. Insert the bobbin so
that the bobbin runs in a clockwise direction (arrow). (2)

-

Pull the thread through the slot, down and to the left until
it enters the delivery eyelet (rectangular opening) under
the tension spring. (3)

-

Hold the bobbin case by the hinged latch. (4)

-

Insert the bobbin case fully into the shuttle race and
UHOHDVHWKHODWFK0DNHVXUHWKDWWKHPHWDO¿QJHU¿WVLQWR
the notch at the top of the race cover. (5) Push on the
bobbin case to be sure it is clicked in completely.
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CHANGING THE NEEDLE (SYSTEM 130/705H)
Caution: Turn power switch to “O”
before inserting or removing the
needle.

5HSODFHWKHQHHGOHDWWKH¿UVWVLJQRI
thread breakage or skipped stitches.
6HOHFWWKHFRUUHFWW\SHDQGVL]HRI
needle for the fabric to be sewn. Turn
the hand wheel towards you until the
needle is at highest position. Loosen
the needle clamp screw (A) and tighten
again after inserting the new needle. (1)
7KHÀDWVLGHRIWKHQHHGOHVKDIWVKRXOG
EHIDFLQJWRZDUGWKHEDFN % 
Push the needle up (C) into the needle
clamp as far as it will go (D).
7LJKWHQWKHQHHGOHFODPSVFUHZ¿UPO\
The sewing needle must always be
straight and sharp for smooth sewing.
Replace the needle (2) if it is bent (A),
EOXQW & RUWKHSRLQWLVGDPDJHG % 
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THREADING THE UPPER THREAD
Caution: Before threading,
turn power switch to “O”.
Raise the needle bar to its
KLJKHVWSRVLWLRQ)ROORZ
exactly the numbered
WKUHDGLQJVHTXHQFH
illustrated below. If you skip
a step or fail to properly
engage the thread in
any of the thread guides,
the machine will not sew
properly. (1-5)
1. Place spool on spool pin
with felt underneath.
%ULQJWKUHDGWRWKHOHIW
EHKLQGDQGDURXQG¿UVW
thread guide.
%ULQJWKHWKUHDGGRZQ
into the right slot, under the
guide and up in left slot.
%ULQJWKUHDGRYHUDQG
forward into the take-up lever.
6OLGHWKUHDGLQWRZLUHJXLGHDERYHWKHQHHGOH
6. Thread the needle from front to back. Leave about 10 cm
´ RIWKUHDGORRVHEHKLQGWKHQHHGOH 
%ULQJWKHWKUHDGXQGHUWKHSUHVVHUIRRWDQGXSLQWRWKH
thread cutter.

D6SRROSLQIHOW
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BUILT-IN NEEDLE THREADER

1
A

B

A
B

C
C

The needle must be in the up position
to use the built-in needle threader. We
also recommend lowering the presser
foot.
1a. Use the handle to pull the needle
threader down, catching the
thread under the guide.
1b. Push the needle threader all the
ZD\GRZQXQWLOWKHPHWDOÀDQJHV
cover the needle. A small hook
will pass through the needle eye.
1c. Place the thread under the
ÀDQJHVLQIURQWRIWKHQHHGOHVR
the thread catches into the small
hook.

2
B

A

B

2a. Let the needle threader gently
swing back.
2b. The hook pulls the thread through
the needle eye and forms a loop
behind the needle. Pull the thread
loop out behind the needle.
3.

Place the thread under the
presser foot and cut the thread.

Note: The needle threader is designed to be used for size 70-120 needles. You
cannot use the needle threader for size 60 needles or smaller, the wing needle,
twin needle or triple needle. There are also some optional accessories that
require manual threading of the needle.
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BRINGING UP THE BOBBIN THREAD
Hold the upper thread with your left
hand. Turn the handwheel towards you
with your right hand until the needle
goes down and comes up again to the
highest position. (1)
-

Pull the upper thread to bring
up the bobbin thread. The upper
thread should have caught the
bobbin thread in a loop.

-

Pull the needle thread toward you
and the bobbin thread will come up
from the bobbin in a large loop. (2)



3XOODERXWFP ´ RIERWK
threads away from you under the
presser foot.
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THREAD TENSION / RAISE OR LOWER THE FEED DOG
Upper thread tension
%DVLFWKUHDGWHQVLRQVHWWLQJ³´
To increase the tension, turn the dial up to a higher number.
To reduce the tension, turn the dial to a lower number.

A. Normal thread tension - upper and bobbin
thread join in fabric.
% 7KUHDGWHQVLRQWRRORRVHXSSHUWKUHDG
³ORRSV´RQXQGHUVLGHRIIDEULF
C. Thread tension too tight - bobbin thread
³ORRSV´RQWRSVLGHRIIDEULFV

)RUQRUPDOVHZLQJNHHSWKHIHHGGRJXS)RUIUHHPRWLRQHPEURLGHU\VHZLQJRQEXWWRQV
and darning, lower the feed dog.
1. Remove the accessory tray.
0RYHWKHGURSIHHGOHYHUWR E 

to lower the feed dog.

To raise the feed dog move the lever to (a)

.

The feed dog will come up when you start to sew.
18

REVERSE SEWING
Reverse sewing is used for locking the end of seams and
where reinforcement is needed. At the end of seam, press
down the reverse sewing lever and touch the foot control
OLJKWO\6HZDIHZUHYHUVHVWLWFKHV5HOHDVHWKHOHYHUDQGWKH
machine will sew forward again (A).

CHANGING SEWING DIRECTIONS
 6WRSWKHPDFKLQHDWWKHSRLQWZKHUH\RXZLVKWRFKDQJH
directions with the needle in the fabric.
2.

Raise the presser foot and turn the fabric using the
needle as a turning point.

3.

Lower the presser foot and start sewing in the new
direction.

REMOVING THE FABRIC
Turn the handwheel towards you to bring the thread take up
lever to its highest position. Raise the presser foot and draw
the fabric away from you.

CUTTING THE THREAD
Hold the threads behind the presser foot. Using both hands,
guide them to the slit at the rear of the presser bar and press
GRZQWRFXWWKHWKUHDG<RXFDQDOVRXVHWKHWKUHDGFXWWHURQ
WKHVLGHRIWKHPDFKLQH % 
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HOW TO CHOOSE YOUR PATTERN
)RUVWUDLJKWVWLWFKVHOHFWSDWWHUQ³$´
with pattern selector dial (4). Adjust
the stitch length with the stitch
OHQJWKGLDO  <RXPD\FKRRVH
any needle position, by turning the
stitch width dial (1).
)RU]LJ]DJVWLWFKVHOHFWSDWWHUQ³%´
with pattern selector dial (4). Adjust
the stitch length (2) and stitch
width (1) according to the fabric
being used.

 6WLWFKZLGWKGLDO
 6WLWFKOHQJWKGLDO
 6WLWFKGLVSOD\
4.

Pattern selector dial

5.

Reverse sewing lever

To obtain any of the other patterns
shown in the left row on the stitch
selection panel, select the letter
below the stitch with the pattern
selector dial. Adjust the stitch
length and the stitch width with the
control dials according to the result
desired.
To obtain any of the patterns on
the right row, turn the stitch length
GLDOWR³6´VHOHFWWKHSDWWHUQ
desired with pattern selector dial,
and adjust the stitch width with the
stitch width dial.
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MATCHING NEEDLE / FABRIC / THREAD
Needle, fabric, thread selection guide
1(('/(6,=(

)$%5,&6

9-11(65-75)

Lightweight fabrics-thin cottons,
voile, silk , muslin, interlocks, cotton
knits, tricots, jerseys, crepes, woven
polyester, shirt & blouse fabrics.

12(80)

0HGLXPZHLJKWIDEULFVFRWWRQVDWLQ
kettleclote, sailcloth, double knits,
lightweight woollens.

14(90)

0HGLXPZHLJKWIDEULFVFRWWRQGXFN
woolen, heavier knits, terrycloth,
denims.

16(100)

Heavyweight fabrics-canvas, woolens,
RXWGRRUWHQWDQGTXLOWHGIDEULFV
denims, upholstery material (light to
medium).

18(110)

Heavy woollens, overcoat fabrics,
upholstery fabrics, some leathers and
vinyls.

THREAD
Light-duty thread in cotton, nylon or
polyester.

0RVWWKUHDGVVROGDUHPHGLXPVL]HDQG
suitable for these fabrics and needle
sizes. Use polyester threads on synthetic
materials and cotton on natural fabrics
for best results. Always use the same
thread on top and bottom.

Heavy duty thread, carpet thread. (Use
heavy foot pressure-large numbers.)

Important: 0DWFKQHHGOHVL]HWRWKUHDGVL]HDQGZHLJKWRIIDEULF
1(('/(6

(;3/$1$7,21

HA×1

6WDQGDUGVKDUSQHHGOHV6L]HVUDQJH
thin to large. 9 (65) to 18 (110)

15×1
15×1/705H
6,1
î+6
68.
130 PCL

7<3(2))$%5,&
Natural woven fabrics-wool, cotton, silk,
etc. Not recommended for double knits.

Natural and synthetic woven fabrics,
polyester blends. Knits-polyesters,
6HPLEDOOSRLQWQHHGOHVFDUIHG  
interlocks, tricot, single and double knits.
to 18 (110)
Can be used instead of 15×1 for sewing
all fabrics.
)XOOEDOOSRLQWQHHGOH  WR
(110)

6ZHDWHUNQLWV/\FUDVZLPVXLWIDEULF
elastic.

Leather needles. 12 (80) to 18 (110)

Leather, vinyl, upholstery. (Leaves
smaller hole than standard large needle.)

Note:
1.

Twin needles, can be purchased for topstitching and decorative sewing.

2.

When sewing with twin needles, the stitch width dial should be set at less than
³´

3.

European needles show sizes 65, 70, 80 etc. American and Japanese needles
show size 9, 11, 12 etc.

 5HSODFHQHHGOHRIWHQ DSSUR[LPDWHO\HYHU\RWKHUJDUPHQW DQGRUDW¿UVW
thread breakage or skipped stitches.
21

ZIG ZAG SEWING
7XUQWKHSDWWHUQVHOHFWRUGLDOWR³%´
Function of stitch width dial
The maximum zigzag stitch width for zigzag stitching is
³´KRZHYHUWKHZLGWKFDQEHUHGXFHGRQDQ\SDWWHUQ
7KHZLGWKLQFUHDVHVDV\RXPRYH]LJ]DJGLDOIURP³´
³´)RUWZLQQHHGOHVHZLQJQHYHUVHWWKHZLGWKZLGHU
WKDQ³´ 
Function of stitch length dial while zigzaging
The density of zigzag stitches increase as the setting
RIVWLWFKOHQJWKGLDODSSURDFKHV³´0RVW]LJ]DJ
VWLWFKHVDUHVHZQDW³´RUEHORZ 
Satin stitch
:KHQWKHVWLWFKOHQJWKLVVHWEHWZHHQ³´³´WKH
VWLWFKHVDUHYHU\FORVHWRJHWKHUSURGXFLQJWKH³VDWLQ
VWLWFK´ZKLFKLVXVHGIRUPDNLQJEXWWRQKROHVDQG
decorative stitches.
Sewing thin fabrics
When sewing very thin fabrics, it is suggested that you
use stabilizer on the wrong side of the fabric.

22

STRAIGHT STITCHING AND NEEDLE POSITION
Turn the pattern selector dial so
that the stitch display shows the
straight stitch position (A).
*HQHUDOO\VSHDNLQJWKHWKLFNHU
the fabric, thread and needle, the
longer the stitch should be.
Choose your needle position,
from center position to left needle
position by changing the stitch
ZLGWKGLDO  IURP³´WR³´

 6WLWFKZLGWKGLDO
 6WLWFKOHQJWKGLDO
 6WLWFKGLVSOD\
4.

Pattern selector dial

5.

Reverse sewing lever

23

OVERLOCK STITCHES
Seams, overcasting, visible hems.
7XUQWKHVWLWFKOHQJWKGLDOWR³´RU³6´
The stitch width can be adjusted to suit the fabric.
Double overlock stitch:
6HWVWLWFKOHQJWKWR6
)RU¿QHNQLWVKDQGNQLWVVHDPV 
Standard overlock:
6HWVWLWFKOHQJWKWR6
)RU¿QHNQLWVMHUVH\VQHFNHGJHVULEELQJ 
Stretch overlock:
6HWVWLWFKOHQJWKWR6
)RU¿QHNQLWVMHUVH\VQHFNHGJHVULEELQJ 
$OORYHUORFNVWLWFKHVDUHVXLWDEOHIRUVHZLQJDQG¿QLVKLQJ
overcasting edges in one step.
When overcasting, the needle should just go over the edge of the
fabric.

Attention: Use new needles or ball point needles or stretch
needles!
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BLIND HEM
)RUKHPVLQFXUWDLQVWURXVHUVVNLUWVHWF
%OLQGKHPIRUZRYHQIDEULFV3RVLWLRQ³&´RQVHOHFWLRQGLDO
%OLQGKHPIRUVWUHWFKIDEULFV3RVLWLRQ³'´RQVHOHFWLRQGLDO
6HWWKHPDFKLQHDVLOOXVWUDWHG

Note: It takes practice to sew blind hems. Always make a
test on scraps.

)ROGWKHIDEULFDVLOOXVWUDWHGZLWKWKHZURQJVLGHXS 
Place the fabric under the foot. Turn the handwheel towards you
by hand until the needle swings fully to the left. It should just
pierce the fold of the fabric. If it does not, adjust the stitch width
accordingly. (2) Adjust the guide (3) by turning the knob (4) so that
WKHJXLGHMXVWUHVWVDJDLQVWWKHIROG6HZVORZO\E\SUHVVLQJWKH
IRRWFRQWUROOLJKWO\*XLGHWKHIDEULFDORQJWKHHGJHRIWKHJXLGH

D 6WLWFKZLGWK
E 6WLWFKOHQJWK
c.

Presser foot

G 6WLWFKSDWWHUQ
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ONE STEP BUTTONHOLES
%XWWRQKROHVHZLQJLVDVLPSOHSURFHVVWKDWSURYLGHVUHOLDEOHUHVXOWV
Always sew a practice buttonhole on a sample of your fabric and
interfacing.
Making a Buttonhole
1.

Using tailor’s chalk, mark the position of the buttonhole on the
fabric.

2.

Attach the buttonhole foot and set the pattern selector dial to .
6HWVWLWFKOHQJWKGLDOWR . Adjust stitch width to desired width: 3
for narrow buttonhole and 5 for wide buttonhole.

3.

Lower the presser foot aligning the marks on foot with the marks
RQWKHIDEULF $  7KHIURQWEDUWDFNZLOOEHVHZQ¿UVW

 2SHQWKHEXWWRQSODWHDQGLQVHUWWKHEXWWRQ % 
5.

Lower the buttonhole lever and gently push it back (C).

6.

While lightly holding the upper thread, start sewing.

 %XWWRQKROHVWLWFKLQJLVGRQHLQWKHRUGHUVKRZQLQWKHGLDJUDP
(D).
 6WRSWKHPDFKLQHZKHQWKHEXWWRQKROHLVVHZQ
Making a Buttonhole on Stretch Fabrics (E)
When sewing buttonholes on stretch fabric, hook heavy thread or
cord under the buttonhole foot. When the buttonhole is sewn the
satin columns will sew over the cord.
 0DUNWKHSRVLWLRQRIWKHEXWWRQKROHRQWKHIDEULFZLWKWKHWDLORU¶V
chalk, attach the buttonhole foot, and set the pattern selector dial
to 6HWVWLWFKOHQJWKGLDOWR .

26

2.

Hook the heavy thread onto the back of the buttonhole foot, then bring the two heavy
thread ends to the front of the foot, insert them into the grooves and temporarily tie
them there.

3.

Lower the presser foot and start sewing.



6HWWKHVWLWFKZLGWKWRPDWFKWKHGLDPHWHURIWKHJLPSWKUHDG

 2QFHVHZLQJLVFRPSOHWHGJHQWO\SXOOWKHKHDY\WKUHDGWRUHPRYHDQ\VODFNWKHQWULP
off the excess.

LEFT AND RIGHT SIDE BALANCE FOR BUTTONHOLE
6WLWFKGHQVLW\RQULJKWDQGOHIW
sides of buttonhole can be
adjusted with the buttonhole
balance control dial near the
handwheel.
This dial should usually be in a
neutral position (between + and -).
If the stitches on the left side of the
buttonhole are too close together,
turn the dial to the left (+). Turning
dial to the left makes zigzag
stitches in the left column further
apart.
If the stitches on the left side of the
buttonhole are too open, turn the
dial to the right (-). Turning dial to
the right brings the zigzag stitches
on the left side closer together
(more dense).
The stitch on the right side of the
buttonhole is set using the stitch
length dial.
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ZIPPERS AND PIPING
6HWWKHPDFKLQHDVLOOXVWUDWHG3DWWHUQVHOHFWRURQ³$´
6HWVWLWFKOHQJWKFRQWUROEHWZHHQ³´³´ DFFRUGLQJWRWKLFNQHVVRI
fabric).
The zipper foot can be snapped onto the right or left of the shank/
ankle, depending on which side of the zipper you are going to sew.
(1)
To sew past the zipper pull, lower the needle into the fabric, raise the
presser foot and push the zipper pull behind the presser foot. Lower
the foot and continue to sew.
It is also possible to sew in a length of cord, into a bias strip to make
piping (2).
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3-STEP ZIG-ZAG
6HZLQJRQODFHDQGHODVWLFGDUQLQJPHQGLQJUHLQIRUFLQJHGJHV
6HWWKHPDFKLQHDVLOOXVWUDWHG3DWWHUQVHOHFWRURQ³(´
6WLWFKZLGWK
Place patch in position. The stitch length can be shortened to
produce very close stitches. (1)
When mending tears, it is advisable to use a piece of backing fabric
to reinforce. The stitch density can be varied by adjusting the stitch
OHQJWK)LUVWVHZRYHUWKHFHQWHUDQGWKHQRYHUODSRQERWKVLGHV
Depending on the type of fabric and damage, sew between 3 and 5
rows. (2)
Sewing elastic
1.

Place the elastic on the fabric.

2.

As you sew, stretch the elastic both in the front and behind the
SUHVVHUIRRWDVVKRZQLQ¿J 

Joining fabric
The elastic stitch can be used to join two pieces of fabric together
and is very effective when sewing knitted fabrics. If nylon thread is
used, the stitch will not be visible.
1.

Place the edges of the two pieces of fabric together and center
them under the presser foot.

 6HZWKHPWRJHWKHUXVLQJWKHVWHS]LJ]DJVWLWFKWDNLQJFDUHWR
NHHSWKHWZRIDEULFHGJHVFORVHWRJHWKHUDVVKRZQLQ¿J 
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STRETCH STITCH SELECTION
Triple straight stitch: (1/3)
3DWWHUQVHOHFWRURQ³$´
)RUUHLQIRUFHGVHDPV
7XUQWKHVWLWFKOHQJWKGLDOWR³6´
The machine sews two stitches forwards and one
stitch backwards.
This gives triple reinforcement.
Triple zig-zag: (2/4)
3DWWHUQVHOHFWRURQ³%´
)RUUHLQIRUFHGVHDPVKHPVDQGGHFRUDWLYH
seams.
7XUQWKHVWLWFKOHQJWKGLDOWR³6´
$GMXVWWKHVWLWFKZLGWKGLDOWREHWZHHQ³´DQG³´
7ULSOH]LJ]DJLVVXLWDEOHIRU¿UPIDEULFVOLNHGHQLP
corduroy, etc.
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FREE MOTION DARNING
6HWWKHPDFKLQHDVLOOXVWUDWHG
0RYHWKHIHHGGRJDGMXVWPHQWOHYHUWRULJKWVLGHWRORZHUWKHIHHG
dogs. (1)
Remove the presser foot shank. (2)
Attach the darning foot to the presser foot bar. The lever (A) should
EHEHKLQGWKHQHHGOHFODPSVFUHZ % 3UHVVWKHGDUQLQJIRRWRQ
¿UPO\IURPEHKLQGZLWK\RXULQGH[¿QJHUDQGWLJKWHQWKHVFUHZ & 
(3)
)LUVWVHZDURXQGWKHHGJHRIWKHKROH WRVHFXUHWKHWKUHDGV 
 )LUVWURZ$OZD\VZRUNIURPOHIWWRULJKW7XUQZRUNE\DQG
oversew.
A darning hoop is recommended for easier sewing and better
results.
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DARNING
-
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Turn stitch length dial to the desired length.

-

Turn stitch selector to straight stitch, center needle position.

-

Position the fabric to be darned under the presser foot with the
underlay fabric.

-

Lower the presser foot and alternately sew forward and
reverse using the reverse lever.



5HSHDWWKLVPRWLRQXQWLOWKHDUHDWREHGDUQHGLV¿OOHGZLWK
rows of stitching.

QUILTING
6HWSDWWHUQVHOHFWRUDVLOOXVWUDWHG
,QVHUWWKHTXLOWLQJJXLGHLQSUHVVHUIRRWVKDQNDQGVHWWKHVSDFHDV
you desired.
0RYHWKHIDEULFRYHUDQGVHZVXFFHVVLYHURZVZLWKWKHJXLGHULGLQJ
along on the previous row of stitching.
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MAINTENANCE
Caution: Always make sure the machine is
unplugged from the power source and the main
switch is on “O” before inserting or removing any
parts and before cleaning.
Remove the stitch plate:
Turn the handwheel until the needle is fully raised.
2SHQWKHKLQJHGIURQWFRYHUDQGXQVFUHZWKHQHHGOH
plate screw with the screw driver. (1)
Cleaning the feed dog:
Remove the bobbin case and use the brush supplied to
clean the whole area. (2)
Cleaning and lubricating the hook:
5HPRYHWKHEREELQFDVH6QDSWKHWZRKRRNUHWDLQLQJ
arms (a) outwards. Remove the hook race cover (b)
and the hook (c) and clean with a soft cloth. Lubricate
at the points (d) (1-2 drops) with sewing machine oil.
Turn the handwheel until the hook race (e) is in the
left position. Replace the hook (c). Replace the hook
race cover and snap back the two hook retaining arms.
Insert he bobbin case and bobbin and replace the stitch
plate.
Important:)DEULFÀXIIDQGWKUHDGVPXVWEHUHPRYHG
UHJXODUO\<RXUPDFKLQHVKRXOGEHVHUYLFHGDWUHJXODU
intervals at one of our service agencies.
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TROUBLESHOOTING GUIDE
Problem

Cause

Correction

Upper thread
breaks

1.The machine is not threaded correctly
2.The thread tension is too tight
3.The thread is too thick for the needle
4.The needle is not inserted correctly
5.The thread is wound around the spool
holder pin
6.The needle is damaged

1. Rethread the machine
2. Reduce the thread tension (lower number)
6HOHFWDODUJHUQHHGOH
5HPRYHDQGUHLQVHUWWKHQHHGOH ÀDWVLGH
towards the back)
5. Remove the spool and thread again
6. Replace the needle

Lower thread
breaks

1.The bobbin case is not inserted correctly
2.The bobbin case is threaded incorrectly
3.The lower thread tension is too tight

1. Remove and reinsert the bobbin case and
pull on the thread. The thread should pull
easily
2. Check both bobbin and bobbin case
3. Loosen lower thread tension as described

6NLSSHG
stitches

1.The needle is not inserted correctly
2.The needle is damaged
3.The wrong size needle has been used
4.The foot is not attached correctly

5HPRYHDQGUHLQVHUWQHHGOH ÀDWVLGH
towards the back)
2. Insert a new needle
3. Choose a needle to suit the thread and
fabric
4. Check and attach correctly

Needle breaks

1.The needle is damaged
2.The needle is not correctly inserted
3.Wrong needle size for the fabric
4.The wrong foot is attached

1. Insert a new needle
,QVHUWWKHQHHGOHFRUUHFWO\ ÀDWVLGHWRZDUGV
the back)
3. Choose a needle to suit the thread and
fabric
6HOHFWWKHFRUUHFWIRRW

Loose stitches

1.The machine is not correctly threaded
2.The bobbin case is not correctly
threaded
3.Needle/ fabric/ thread combination is
wrong
4.Thread tension wrong

1. Check the threading
2. Thread the bobbin case as illustrated
3. The needle size must suit the fabric and
thread
4. Correct the thread tension

6HDPVJDWKHU
or pucker

1.The needle is too thick for the fabric
2.The stitch length is wrongly adjusted
3.The thread tension is too tight

6HOHFWD¿QHUQHHGOH
6KRUWHQWKHVWLWFKOHQJWK
3. Loosen the thread tension

Uneven
stitches,
uneven feed

3RRUTXDOLW\WKUHDG
2.The bobbin case is wrongly threaded
)DEULFKDVEHHQSXOOHG

6HOHFWDEHWWHUTXDOLW\WKUHDG
2. Remove bobbin case and rethread and
insert correctly
3. Do not pull on the fabric while sewing, let it
be fed by the feed dogs

The machine
is noisy

1.The machine must be lubricated
)OXIIRURLOKDYHFROOHFWHGRQWKHKRRNRU
needle bar
3RRUTXDOLW\RLOKDVEHHQXVHG
4.The needle is damaged

1. Lubricate as described
2. Clean the hook and feed dog as described
2QO\XVHJRRGTXDOLW\VHZLQJPDFKLQHRLO
4. Replace the needle

The machine
jams

Thread is caught in the hook

Remove the upper thread and bobbin case,
turn the handwheel backwards and forwards
by hand and remove the thread pieces.
Lubricate as described
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